
HT-9000

HT-9000 (mm) 
HT-90xx-UD1, A=153 mm  
HT-90xx-UD2, A=230 mm 

0 … 10 V  

HT-90xx-URW  (mm)  NTC K2, A99, Pt1000  

Pt100 

0 100%  
RH( ) , 

HT-9000 
, HVAC 

TC/SC/DC/DX-9100  27 
Nova/MS 
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HT-9000 

(°C) , IP30  

- -  HT-9000-URW 
0 ~40 0 ~ 10 VDC  HT-9001-URW 
0 ~ 60 0 ~ 10 VDC  HT-9002-URW 
0 ~ 40 NTC K2  HT-9003-URW 
0 ~ 60 Pt100  HT-9005-URW 
0 ~ 60 Pt1000  HT-9006-URW 
0 ~ 60  A99 HT-9009-URW 

- -  HT-9000-UD1 
0 ~ 40 0 ~ 10 VDC  HT-9001-UD1 
0 ~ 60 0 ~ 10 VDC  HT-9002-UD1 
0 ~ 40 NTC K2  HT-9003-UD1 
0 ~ 60 Pt100  HT-9005-UD1 
0 ~ 60 Pt1000  HT-9006-UD1 
0 ~ 60  

153 mm  

A99 HT-9009-UD1 
- -  HT-9000-UD2 

0 ~ 40 0 ~ 10 VDC  HT-9001-UD2 
0 ~ 60 0 ~ 10 VDC  HT-9002-UD2 
0 ~ 40 NTC K2  HT-9003-UD2 
0 ~ 60 Pt100  HT-9005-UD2 
0 ~ 60 Pt1000  HT-9006-UD2 

0 ~ 100% RH  

0 ~ 60  

230 mm  

0 ~ 10 VDC 

A99 

12 ~ 30 VDC  
24 VAC ± 15 %  

HT-9009-UD2 

28

C
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